QMOT STEPPER MOTORS MOTORS

TRINAMIC Motion Control GmbH & Co. KG
Hamburg, Germany

WwWWw.trinamic.com



QSH5718 Manual (V2.3/2011-APR-12)



QSH5718 Manual (V2.3/2011-APR-12)

Copyright © 2011, TRINAMIC Motion Control GmbH & Co. KG






QSH5718 Manual (V2.3/2011-APR-12)

3 Order Codes

Copyright © 2011, TRINAMIC Motion Control GmbH & Co. KG



QSH5718 Manual (V2.3/2011



QSH5718 Manual (V2.3/2011-APR-12)






QSH5718 Manual (V2.3/2011-APR-



QSH5718 Manual (V2.3/2011-APR-12)

10

5.4

Copyright © 2011, TRINAMIC Motion Control GmbH & Co. KG



QSH5718 Manual (V2.3/2011-APR-12)

11

6 C

Copyright © 2011, TRINAMIC Motion Control GmbH & Co. KG



QSH5718 Manual (V2.3/2011-APR-12)



QSH5718 Manual (V2.3/2011-APR-12) 13

6.3.1 Determining if the given driver voltage is sufficient

Try to brake the motor and listen to it at different velocities. Does the sound of the motor get raucous or
harsh when exceeding some velocity? Then the motor gets into a resonance area. The reason is that the
motor back-EMF voltage reaches the supply voltage. Thus, the driver can
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