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1 Preface 
This document specifies objects and modes of operation for the TMCM-1140, TMCM-1160, and TMCM-1180 

with CANopen 50.484(MC)5mware. As these p5oducts are stepper mot4(MC)or controller and4(MC) dr84(MC)ver modules the use 4(MC)of 

the CiA DSP402 prot4(MC)ocol4(MC) (described in the4(MC) 
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2 Communication 

2.1 Reference Model 
The 
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3.1.7 Object 100Ch: Guard Time 
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On read access to the appropriate sub-index the device provides information about its storage 
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3.1.15 Object 1018h: Identity Object 

The object 1018h
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4.1.2 Object 605Bh: Shutdown Option Code 
This object indicates what action is performed if there is a transition from operation enabled state to 
ready to switch on state. The shutdown option code always has the value 0 as only this is supported.  
 
VALUE DEFINITION 
Value Definition 

0 Disable drive function 
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4.1.5 Object 605Eh: Fault Reaction Option Code 
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4.1.11 Object 60C5h: Max Acceleration 
This object indicates the configured maximaum acceleration. It is used to limit the acceleration to an 
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4.2.1.2 Object 6041h: Statusword 

This object provides 
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4.3 Homing M
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4.3.3.2 Object 6041h: Statusword 
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4.3.3.4 Object 607Ch: Home Offset 
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4.3.4 How to Start a Homing in hm Mode 
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4.4 V
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4.4.1.4 Object 6043h
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4.5 Profile Velocity Mode 
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4.5.1.11 Object 60FFh: Target Velocity 

This object indicates the configured target velocity and is used as input for the trajectory generator.  

Object 60FFh 
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5.2.19 Object 2093
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